Setting up the Ubiquiti Radios

Please read all of the instructions prior to setup. Please make sure that you preconfigure any
cameras prior to connecting them to the Bridge. You may not be able to re-address or rename
the cameras after being on the remote connection. A maximum of six cameras can be
connected per wireless bridge set.

Setting up the Ubiquiti Access Point - Box Labeled Al
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Plug an ethernet cable into the Access Point. The Access Point needs to be mounted with
directly line of sight to the other radio (Ubiquiti Bridge).




Plug the other end from the LAN on the Access Point into the POE port of the PoE Injector
(black box included with Ubiquiti Radios). Plug the PoE injector into an outlet. Use a different
ethernet cable and plug it into the LAN port on the PoE injector.

Plug the other end from the PoE Injector LAN into a PoE Switch on your camera network.

The Access Point (transmitter) is now ready to send a signal and be mounted.



Setting up the Ubiquiti Bridge - Box Labeled B1

Plug an ethernet cable into the Bridge. The Bridge needs to be mounted with directly line of
sight to the radio (Ubiquiti Access Point).

Plug the other end from the LAN on the Bridge into the POE port of the PoE Injector (black box
included with Ubiquiti Radios). Plug the PoE injector into an outlet. Use a different ethernet
cable and plug it into the LAN port on the PoE injector.



Plug the other end from the PoE Injector LAN into a PoE Switch on your camera network.

The Bridge (receiver) is now ready to receive a signal and be mounted.



Plug a camera into the same PoE Switch the Bridge is on and it will connect. Please make sure
that you preconfigure any cameras prior to connecting them to the Bridge. You may not be
able to re-address or rename the cameras after being on the remote connection.




